
diam/th. shaft SHAPE

13x3 6x40 60.000 25
W182

20x3 6x40 47.000 25
W200

25x6 6x40 38.000 25
W216

32x6 6x40 27.000 25
W225

32x10 6x40 27.000 25
W226

40x13 6x40 25.000 25
W236

diam/th. shaft SHAPE

3x6 3x37 90.000 25
W144

5x6 3x37 73.000 25
W152

5x10 3x37 73.000 25
W153

6x10 3x37 61.000 25
W162

8x10 3x37 61.000 25
W169

10x10 3x37 61.000 25
W175

10x13 3x37 54.000 25
W176

10x20 3x37 41.000 25
W177

13x13 6x40 58.000 25
W185

16x20 6x40 47.000 25
W195

16x25 6x40 35.000 25
W196

20x20 6x40 42.000 25
W204

20x25 6x40 32.000 25
W205

25x25 6x40 25.000 25
W220

25x40 6x40 19.000 25
W221

30x30 6x40 17.000 25
W230

40x40 6x40 12.000 25
W238

diam/th. shaft SHAPE

25x25 6x40 25.000 25
A021

diam/th. shaft SHAPE

20x28 6x40 30.000 25
A005

32x32 6x40 20.000 25
A004

diam/th. shaft SHAPE

10x20 3x37 41.000 25
B052

18x30 6x40 30.000 25
A012

20x45 6x40 18.000 25
A011

diam shaft SHAPE

10 3x37 61.000 25
B122

13 6x40 58.000 25
B121

16 6x40 54.000 25
A026

25 6x40 25.000 25
A025

Description: Pink aluminium oxide mounted points vitrified with a 
ceramic binder. Available in a variety of shapes and sizes.

Main features and benefits: High removal capacity and long life of 
the product. Excellent quality of the finished surface.

Recommended applications: Fine sanding and deburring of uneven 
surfaces, internal surfaces of pipes, cylinders or other shaped pieces.

Work surfaces: Standard steel, unalloyed steel, structural steel, 
stainless steel.
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